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Safety wrist straps series CM 424

The safety wrist strap with grounding cord (integrated 1 MOhm
resistor) for the derivation of electrostatic charges, which can
adhere to persons at ESD work stations. The strap guarantees
constant earthing and therefore avoids electrostatic charging at
persons. An ungrounded person causes capacity changes when
moving, which could lead to spikes at worst case. Those spikes
again are able to damage or destroy electronic components.
Normally dangerous body voltages which may destroy electro-
nic components are derivated when a person touches conducti-
ve table covering. Charging caused by insulating floors, cloth and
chair seats also have to be discharged. Furthermore there is no
permanent contact to the floor when the person is sitting.
Therefore an additional earthing via wrist strap is necessary. 

Safety wrist straps include:

Insulating exterior surface
An easy to handle snap fastener 
connection for the earthing cable
Properties according to EN 61340-5-1 
CE conform

The safety wrist strap (HGB) can be supplied in the following designs:

HGB design CM 424/15-3 made of ela-
stic, adjustable special fabrics is antialler-
gic. 
Type CM 424/15-3 is equipped with a 3
mm snap fastener connection.

HGB design CM 424/15-4 made of ela-
stic, adjustable special fabrics is antialler-
gic. 
Type CM 424/15-4 is equipped with a 4
mm snap fastener connection.

HGB design CM 424/15-0 made of ela-
stic, adjustable special fabrics is antialler-
gic. 
Type CM 424/15-0 is equipped with a
10 mm snap fastener connection.

HGB design CM 424/6-3 with adjustable
and antiallergic metal-link strap is suita-
ble for clean rooms. 
Type CM 424/6-3 is equipped with a 3
mm snap fastener connection.

HGB design CM 424/6-10 with adjusta-
ble and antiallergic metal-link strap is sui-
table for clean rooms. 
Type CM 424/6-10 is equipped with a
10 mm snap fastener connection.

An alternative to the wrist straps: digital or

analog/digital watches with metal-link

straps and snap fastener connections.

Black, rust-free steel straps (epoxy-phenol

coated at the top and laterally

Order No: Colour Snap fastener
38.000.50 light blue ø 3 mm

Order No: Colour Snap fastener
38.000.55 light blue ø 4 mm

Order No: Colour Snap fastener
38.000.60 light blue ø 10 mm

Order No: Colour Snap fastener
38.000.70 light blue ø 3 mm

Order No: Colour Snap fastener
38.000.90 light blue ø 10 mm

Order No: Design
38.000.95 digital watch

38.000.96 analog watch/digital display
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Coil cords with 1 MOhm resistor

CANESPA coil cords correspond to EN 61340-5-1 
and conform to CE. Types marked with * fulfil the 
safety regulations of the employers’ accociation, 
additionally. The respective length and colour is listed 
right next to the order number. 

Other lengths and resistors are available on demand.

Attention: explanation of accessory signs
DK = snap fastener
B =   banana plug
K =   crocodile clip

CM 424/A-B in the design:
DK 3 mm - safety plug/K

Order No: Colour Length
38.005.00 light blue 2.400 mm

DK 4 mm - safety plug/K

Order No: Colour Length
38.005.01* light blue 2.400 mm

DK 10 mm - Sicherheitsstecker/K

Order No: Colour Length
38.005.02* light blue 2.400 mm

CM 424/A-B in the design:
DK 3 mm - B/K

Order No: Colour Length
38.005.03 light blue 2.400 mm

DK 4 mm - B/K

Order No: Colour Length
38.005.04 light blue 2.400 mm

Order No: Colour Length
38.005.10 light blue 2.400 mm

CM 424/A-B in the design:
DK 3 mm - B/adapter DK 4 mm

Order No: Colour Length
38.005.15 light blue 2.400 mm

DK 4 mm - B/adapter DK 4 mm

Order No: Colour Length
38.005.20 light blue 2.400 mm

DK 10 mm - B/adapter DK 4 mm

Order No: Colour Length
38.005.25 light blue 2.400 mm

CM 424/D in the design: DK 3 mm - 
DK 3 mm, spray-coated on both sides

Order No: Colour Length
38.005.30* light blue 2.400 mm

DK 4 mm -DK 4 mm 
spray-coated on both sides

Order No: Colour Length
38.005.35* light blue 2.400 mm

DK 10 mm - DK 10 mm 
spray-coated on both sides

Order No: Colour Length
38.005.40* light blue 2.400 mm

CM 424/D-B in the design: DK 3 mm - 
DK 10 mm, spray-coated on both sides

Order No: Colour Length
38.005.31* light blue 2.400 mm

DK 4 mm - DK 10 mm 
spray-coated on both sides

Order No: Colour Length
38.005.36* light blue 2.400 mm

DK 3 mm - DK 4 mm 
spray-coated on both sides

Order No: Colour Length
38.005.37* light blue 2.400 mm

CM 424/M mit 1 MOhm resistor 
in the design:
Multifunctional snap fastener
(each 1xDK 10 mm (male/female)-B/K

Order No: Colour Length
38.005.38* light blue 2.400 mm

DK 10 mm - B/K




