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• Workbench adjustable height bet-
ween 650 and 950 mm 
Grey paint metallic construction 
RAL 7045

• ESD bench top, 25 mm thickness 
coated with hard ESD laminate, 
light grey

• Not mounted
• Typical resistance to ground:  

RG = 106 – 107 Ohm

Order No: Dimensions benchtop (mm) load capacity

34.507.44 500 x   700 150 kg
34.710.44 700 x 1.000 150 kg
34.715.44 700 x 1.500 150 kg

Order No: Dimensions benchtop
(mm)

34.510.33 500 x 1.000
34.712.33 700 x 1.200

Order No: Dimensions load capacity shelve

Benchtop (mm) Benchtop     
34.712.10 700 x 1.200 300 kg 50 kg
34.715.20 700 x 1.500 300 kg 50 kg
34.718.30 700 x 1.800 300 kg 50 kg
34.915.40 900 x 1.500 300 kg 50 kg
34.918.50 900 x 1.800 300 kg 50 kg

ESD workbenches series TP

Design like series TP, but additional level shelve, width 310 mm. 
Adjustable height: 1080 – 1550 mm.

ESD workbenches including level shelve series TPH

Design like series TP, but including 4 castors diameter
100 mm, 2 conductive and 2 fixable castors.
Important: Please order lower level seperatly. 

ESD table cart series SAP

ESD corner combination 
series TPW

Order No: Dimensions benchtop

(mm)
34.507.45 500 x   700
34.710.45 700 x 1.000

ESD lower level suitable
for  table cart series SAP

Order No: Dimensions benchtop load capacity
34.507.00 500 x 700 mm 150 kg
34.510.00 500 x 1.000 mm 150 kg
34.515.00 500 x 1.500 mm 150 kg
34.710.00 700 x 1.000 mm 300 kg
34.712.00 700 x 1.200 mm 300 kg
34.715.00 700 x 1.500 mm 300 kg
34.718.00 700 x 1.800 mm 300 kg
34.915.00 900 x 1.500 mm 300 kg
34.918.00 900 x 1.800 mm 300 kg
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For installation of illumation and tools.
If both should be mounted, an additio-
nal C profile rail type SPR is necessary. 

Additional C profile rail

Additional assembly series KT

Additional ESD level
shelve for series TPH

Order No: Length

34.120.12 1.200 mm
34.150.15   1.500 mm
34.180.18 1.800 mm

Perforated plate series RL

Order No: Size of plate (mm)

34.120.71 1119 x 750
34.150.71 1419 x 750
34.180.71 1719 x 750
34.199.10 Supporting set RK 1

Suitable for TPH workbenches

Length: 590 mm, inclinable shel-
ves with brakes. Max. load capaci-
ty 15 kg, made of conductive,
painted steel. Mounting at C-pro-
file. 

ESD swivel arm 
series CKV

Order No:                                      Dimensions (mm)
34.400.22                                              210 x 460

with 3 m wiring, Dual socket
(E1), switch (E2). Other acces-
sory can be ordered seperatly: 

Energy bar series TJK

Order No: Design

34.120.86    Energy bar, 1060mm length  
34.150.86    Energy bar, 1360mm length
34.180.86    Energy bar, 1660mm length
Energy bar accessory:
34.190.10    Emergency switch 
34.190.20   circuit breaker
34.190.30   circuit breaker/earth leakage circuit
34.190.40  compressed-air connection3/8"

Suitable for ESD storage bins  and
small boxes. Incline and height adju-
stable. Made of conductive painted
steel. Load capacity approx. 30 kg.

ESD box shelve
series TH

Order No: Dimensions (mm)
34.150.33 1.419 x 145 mm

- Suitable for series TPH 1500 mm length
34.180.33 1.719 x 145 mm

- Suitable for series TPH 1800 mm length

Carrier bar made of
aluminium suitable 
to fit in ESD boxes 

Order No: Length (mm)

34.120.66 1115
- Suitable for series TPH 1200 mm length

34.150.66 1415
- Suitable for series TPH 1500 mm length

34.180.66 1715
- Suitable for series TPH 1800 mm length

Order No: Size of plate (mm)

34.120.20 1.200 x 310
34.150.20 1.500 x 310
34.180.20 1.800 x 310

Order No: Design

34.254.20 fluorescent tube 2 x 54W, 1200mm length  
including light switch, 3 m wiring and support

34.224.20 lateral light lamp with fluorescent tubes 2 x 24W, 
590 mm length, switch

34.224.25 supporting set suitable for lateral light lamp

34.155.15 1.500 mm
34.185.18 1.800 mm    

Lamps suitable for
TPH workbenches,
construction made 
of aluminium

For mounting at walls or can also
be fixed at TPH work benches by
using the supporting set RK 1.
Holes 9 x 9 mm in the grid 38
mm. Made of steel plate.




