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ESD utility level carts

Adjustable height. Construction made of a conductive coated steel. Steel frame with 25/30 mm diameter.
Loading areas: 15 mm ESD plates made of laminate, 6 mm steel edges all around for optimal protection. 4 castors diameter
125 mm, 2 conductive and 2 fixable castors. Typical surface resistance: 10

5

– 10
7

Ohm.

ESD utility level series TRTA

Level heights: 215 – 770 mm
Load capacity: 150 kg/cart and 50 kg/level

Level heights: 215 – 1340 mm
Load capacity: 300 kg/cart and 50 kg/level

ESD utility 2-level cart TRTA

Order No: dimens. levels mm outer dimens. (LxWxH) mm
34.408.02 430 x 800 535 x 900 x 1.015
34.410.02 430 x 1.000 535 x 1.100 x 1.015
34.508.02 530 x 800 635 x 900 x 1.015
34.510.02 530 x 1.000 635 x 1.100 x 1.015

Made of coated steel wire (non-conductive)
Lateral grid NET

Order No: dimensions
34.525.02 364 x 604 mm

1 pair suitable for 2-level carts
34.525.03 364 x 604 mm

2 pair suitable for 4-level carts

Suitable for 2 and 4 level carts TRTA 

Additional ESD utility level shelf TRHA

Order No: dimensions (mm)
34.408.11 430 x 800 mm
34.410.11 430 x 1000 mm
34.508.11 530 x 800 mm
34.510.11 530 x 1000 mm

ESD utility 4-level cart TRTA

Order No: dimens. levels mm outer dimens. (LxWxH) mm
34.410.04 430 x 1.000 535 x 1.100 x 1.535
34.510.04 530 x 1.000 635 x 1.100 x 1.535

Order No: dimens. levels mm outer dimens. (LxWxH) mm

34.531.17 530 x 1000 540 x 1100 x 1785

Levels are continuously adjustable, suitable for ESD stand RR
and a perforated steel base plate. Conductive painted steel
construction, including 4 conductive castors, diameter 125 mm
and brake. Load capacity: 200kg per cart and 50kg per level.
Please order the stand RR and ESD clipboard DSA4 separately.

ESD reelwaggon RRT

Suitable for SMD reels with a diameter of 180 mm, 330
mm and 380 mm. SMD reels with a diameter of 180 mm
can be arranged in 2 rows (maximum 60 reels a row).
Conductive painted steelclips. Also suitable for ESD shel-
ves with dimensions of min. 500 x 1000 mm. Load capa-
city: 50kg

ESD reelstand RR

Order No: outer dimens. (LxWxH) mm

34.535.17 426 x 960 x 254 mm   
With 15 compartments, 60 mm width 
per compartments

Conductive painted, including 2 magnets to fix documents up
to a max. size of DIN A4.

ESD clipboard DSA4 

Order No: Size

34.535.19  DIN A4
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ESD utility carts

The levels, each with a height of 19mm are made of a conductive surface which is coated with melamine at both sides. All four
sides are equipped with a black ABS-border. Most of the level versions are height-adjustable.
The level joints of our ESD utility carts are made of galvanised sheet steel. The level surfaces will be bolt together with the
respective level joint from below..
As accessory to ESD utility carts series 100 and system 85 we offer a transport breakpoint.
The basic frames of our ESD utility carts are made of galvanised metal.
The rolls consist of a conductive material with a size of 200x50 mm or 125x32 mm.

ESD utility carts for a safe transportation in all ESD-areas

ESD utility cart series 100
4 swivel rubber castors, 125x32 mm, with ball-bearing in ESD design.

Handles and levels are continuously height-adjustable, galvanised frame
and grid walls.

All levels are continuously height-adjustable.

Maximum load capacity amounts to 200kg, in the upper level it amounts
to max. 100kg.

Dimensions in mm

ESD utility cart system 85 L

Dimensions in mm

Order no. Loading area L W H H1 min H2 max

Model 22

34.220.62 800 x 620 990 650 1030 245 960
34.221.62 1.000 x 620 1190 650 1030 245 960
34.222.62 1.200 x 620 1390 650 1030 245 960
34.224.62 1.400 x 620 1590 650 1030 245 960
34.226.62 1.600 x 620 1790 650 1030 245 960

Model 24
34.240.64 800 x 620 990 650 1690 245 1670
34.241.64 1.000 x 620 1190 650 1690 245 1670
34.242.64 1.200 x 620 1390 650 1690 245 1670
34.244.64 1.400 x 620 1590 650 1690 245 1670
34.246.64 1.600 x 620 1790 650 1690 245 1670

Accessory: 
load breakpoint

All levels are 
continuously height-adjustable

Accessory: Load breakpoint size size ESD brake

34.212..25 800 34.212.27 1440 34.200.30
34.212..26 1200 34.212.28 1600

2 fixed castors and 2 swivel rubber castors, 200x50 mm, with a roll bearing hub
in ESD design.                                                                              

Handles and levels are continuously height-adjustable, galvanised frame and grid
walls

Model 22 with 2 levels and low walls, model 24 with four levels and high walls.

Maximum load capacity amounts to 300kg, in the upper level it amounts
to max. 100kg.

Accessory: 
load breakpoint

Order no. Loading area L W H H1 min H2 max H3

2 levels
34.112.22 620 x 430 800 460 1120 335 800 895
34.112.32 750 x 430 930 460 1120 335 800 895
34.112.52 1.000 x 430 1180 460 1120 335 800 895
34.112.62 1.200 x 430 1380 460 1120 353 800 895
3 levels
34.112.23 620 x 430 800 460 1120 335 1010 1120
34.112.33      750 x 430 930 460 1120 335 1010 1120
34.112.53 1.000 x 430 1180 460 1120 335 1010 1120
34.112.63 1.200 x 430 1380 460 1120 353 1010 1120
4 levels
34.112.24 620 x 430 800 460 1585 335 1480 1585
34.112.34 750 x 430 930 460 1585 335 1480 1585
34.112.54 1.000 x 430 1180 460 1585 335 1480 1585
34.112.64 1.200 x 430 1380 460 1585 335 1480 1585




